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Introduction 
 
Problem 

In some situations, it is very important to be able to control the temperature. We want to 

use our microchip to check and adjust the temperature. 

 
Background 

There are many situations where it is important to control the temperature. We use air- 

conditioning and heating to keep our homes at a nice temperature, and the fridge should 

be kept cold enough that the food doesn’t spoil but not so cold that the food freezes. One 

application where it is even more important to control the temperature is in an incubator. 

An incubator is a container that has controlled temperature conditions that are used to 

keep the eggs or human babies until they can survive outside. If the temperature changes 

too much, then the baby or the chicks could die, so it is vitally important to control the 

temperature accurately. 

 

Ideas 

How can we check the temperature? What can we use to make it cooler? What about to 

make it hotter? 

 

Plan 
This project uses the controller board to control the temperature of a thermistor by using a 

heater. In our kit, there’s no heater, so we use an LED as a heater, and when the LED is on, 

it means the heater is on, then we use our finger to wrap around the heat sensor to heat it up, 
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MICROCHIP 

and vice versa. Now we’ve simulated a heater. 

We also use a heat sensor to check the temperature. 

Now we have the “hardware”, what’s the plan next? First, we check the room temperature. 

Then, we add a number to the room temperature and use the result as our threshold 

temperature. Then if the sensed temperature is lower than the threshold, the heater will turn 

on to heat the incubator up, and if the sensed temperature reaches the threshold, the heater 

will be turned off. The heat sensor will get a higher reading when the temperature is going 

down and vice versa, so we will invert it in the code. 

 

INPUTS OUTPUTS 

 

 

 

 

 

 

 

 

Figure 1: Block diagram of Microchip outputs 
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Figure 2: temperature for heat sensor 
 

 

runlinc Background 
Runlinc is a web page inside a Wi-Fi chip. The programming is done in the browser and sent 

to the chip over Wi-Fi. The runlinc web page inside the Wi-Fi chip will command the 

microchips to do sensing, control, data logging Internet of Things (IoT). It can predict and 

command. 

Thermistor 

Temperature 

If the temperature is above the threshold 

, the heater will turn off  
Threshold 

If the temperature is below our threshold, the 

heater will turn on 

Heater 

Room Temperature 

Room 
Temperature 
+ 5 
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Part A: Design the Circuit on runlinc 
 

Note: refer to runlinc Wi-Fi setup guide document to connect to runlinc 
 

In our circuit design, we will be using an LED and a heat sensor. 
 

For port D5 name it Heater and set it as DIGITAL_OUT 

For port D19 set it as DIGITAL_OUT (used as negative pin of LED – no name needed) 
For port D33 name it Heatsensor and set it as ANALOG_IN 
 

 
 

Figure 3: I/O configurations connections
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Part B: Build the Circuit 
 

Use the STEMSEL E32 board to connect the hardware. For this project we are using both the 
left and right I/O ports, with negative port (-ve) on the outer side, positive port (+ve) on the 
middle and signal port (s) on the inner side (as shown below). 

 

 

 

 

 

 

 

 

 

 

 
 
 

 
 

Figure 4: Negative, Positive and Signal port on the E32 board 
 
 

There are two I/O parts we are using for this project, a 3-pin LED light and a heat sensor,  
their respective pins are shown in the figure below. 
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Figure 5: I/O parts with negative, positive and signal pins indicated 
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Wiring instructions 
 
a.) Plug in the LED to signal ports of io5, io18 and io19 on the E32W board with the “S” pin 

on the light goes into io5 (we did not configure port D18 on the webpage for this 
connection because for this 2 color LED light, the middle pin which is connected to io18 is 
for lighting up the green color, and we don’t need it for this project). 

b.) Plug in the Heat Sensor to io33 on the E32W board. 
 

 
 

Figure 6: Circuit board connection with I/O parts (top view) 
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Part C: Program the Circuit 
 

Use the blocks on the right side of the runlinc webpage to program the functions of the 

temperature controller. Use the HTML to add contents, CSS to add style to your taste and 

JavaScript to program the microchip. For this case, HTML, Javascript, JavaScript Loop is 

needed to program it to act as a temperature controller. Type in the following code. 

For the successful result, you will first see a Threshold_temp higher than the 

Initial_room_temp, and a number Current_temp on the webpage. And the LED will be 

turned on if the Current_temp is lower than the Threshold_temp. Wrap your finger to 

simulate the heat, and then if the Current_temp is higher than the Threshold_temp, the 

LED will be turned off. Release your finger to simulate the heater off condition, then if the 

Current_temp is lower than the Threshold_temp, the LED will be turned on again. 

HTML 

 
 

JavaScript 

 
 

 

JavaScript Loop 

 
 
 
 
 
 

<h1>Temperature Readings</h1> 

Intial_room_temp = <label id= "Room"></label> 
<br> 
Threshold_temp = <label id= "Threshold"></label> 
<br> 
Current_temp = <label id= "Temp"></label> 
 

 

Intial_room_temp = 255 - analogIn(Heatsensor); // The reading is now inverted 
document.getElementById("Room").innerHTML= Intial_room_temp ;  
Threshold_temp = Intial_room_temp + 5; 

Current_temp = 255 - analogIn( Heatsensor );  
document.getElementById("Temp").innerHTML= Current_temp ;  
document.getElementById("Threshold").innerHTML= Threshold_temp ;  
if (Current_temp < Threshold_temp){ 

   turnOn( Heater );  
}else{ 

   turnOff ( Heater );  
} 
await mSec( 1000 ); 
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Extension 
 

Currently the temperature controller has only one single set point. Modify the program, set 

a temperature range, show something when the temperature is in that range set. 

 

Temperature 

 
Hot 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Cold 
 

 

Figure 7: temperature range for heat sensor 

Part D: Design the Circuit on runlinc 
 

Note: refer to runlinc Wi-Fi setup guide document to connect to runlinc 
 

In our circuit design, we will be using a dual-color LED and a heat sensor. 
 

For port D5 name it RedLED and set it as DIGITAL_OUT 
For port D18 name it GreenLED and set it as DIGITAL_OUT 

For port D19 set it as DIGITAL_OUT (used as negative pin of LED – no name needed) 
For port D33 name it Heatsensor and set it as ANALOG_IN 
 

Upper 
Threshold 

If the temperature is above the threshold, the 
fan will be turned on (green LED on) 

If the temperature is between the thresholds, 
all outputs will be off to save power 

Lower 
Threshold 

If the temperature is below our 
threshold, heater will be turned 
on (red LED on) 
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Figure 3: I/O configurations connections 

 

Part E: Program the Circuit 

Add a label for displaying the temperature status (Status). 

Define lower threshold and upper threshold around the initial temperature to create a range. 

Modify the turnOn function to accept a color parameter to change the LED's color. 

Update the await mSec function to: 

Turn the LED red and display "Cold" if the temperature is below lower threshold. 

Turn the LED green and display "Hot" if the temperature is above upper threshold. 
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Turn off the LED and display "Just Right" if the temperature is within the range. 
 
 

HTML 

 
 

JavaScript 
 

 

JavaScript Loop 
 

 

<h1>Temperature Readings</h1> 

Current_temp = <label id= "Temp"></label> 
<br> 
Intial_room_temp = <label id= "Room"></label> 
<br> 
Upper_threshold_temp = <label id= "Upper"></label> 
<br> 
Lower_threshold_temp = <label id= "Lower"></label> 
<br> 
Current_status = <label id= "Status"></label> 

// Get room temp 
Intial_room_temp = 255 - analogIn(Heatsensor);  
document.getElementById("Room").innerHTML= Intial_room_temp ;  
// Get threshold temps 
Upper_threshold_temp = Intial_room_temp + 10; 
document.getElementById("Upper").innerHTML= Upper_threshold_temp ;  
Lower_threshold_temp = Intial_room_temp + 5; 
document.getElementById("Lower").innerHTML= Lower_threshold_temp ;  
 
 

Current_temp = 255 - analogIn( Heatsensor ); 
document.getElementById("Temp").innerHTML = Current_temp; 
 
// Check temperature conditions and update statuses accordingly 
if (Current_temp < Lower_threshold_temp) { 
    // Temperature is below lower threshold 
    document.getElementById("Status").innerHTML = "Temperature is too low. Heater on."; 
    turnOff( GreenLED ); 
    turnOn( RedLED );  
} else if (Current_temp > Upper_threshold_temp) { 
    // Temperature is above upper threshold 
    document.getElementById("Status").innerHTML = "Temperature is too high. Fan on"; 
    turnOff( RedLED ); 
    turnOn( GreenLED );  
} else { 
    // Temperature is within acceptable range 
    document.getElementById("Status").innerHTML = "Temperature is just right."; 
    turnOff( RedLED ); 
    turnOff( GreenLED ); 
} 
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Running the Code 

1. Start the code to read the initial temperature and set the thresholds. 

2. Observe the LED changing color and the status message updating based on the 

temperature relative to the defined range. 

This extension provides a finer feedback system, allowing for more precise temperature 

control and better visualization of the temperature state. 

Summary 
 

Although it is uncomfortable for us to be too hot or too cold, for a baby, it can easily be life- 

threatening. Therefore the incubators that keep them alive must have very accurate 

temperature control. Our temperature controller turns on a heater to heat the incubator and 

turns on a fan to cool the incubator. 


